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hardened concrete.

Advantages: e Moisture insensitive
e \Water reducible and cleanable
e Sprayable
e Excellent adhesion to concrete and most structural materials
Limitations: e Substrate must be clean and sound
e  Minimum application temperature 50°F
s  Material is vapor barrier after cure
Packaging: Unit Size: 3-1/2 quart units, 3-1/2 gallon pre-measured kits. Coverage will vary

depending on the porosity of surface, between 100 and 150 square feet per
gallon.

INSTALLATION

Surface Preparation:

Concrete surfaces must be clean and sound. Remove all dust, laitance,
grease, wax, curing compounds and other bond inhibiting contaminants by shot
blasting, scarification or other approved mechanical methods. Surface may be
dry or damp but free of standing water before epoxy application.

Mixing:

Mix Ratio: Pre-measured. Pour entire contents of Part B into Part A and then
mix for 3 minutes by hand or 2 minutes by mechanical agitation before adding
water. Work the sides and bottom of the container to insure a uniform blend.
After blending A & B components, Rez-Stone 5007 can be applied as is or
diluted up to 50% with clean water for spraying. Add no more than 1 gallon of
water to 2 gallons of premixed Rez-Stone 5007 and re-stir. Mix only the amount
of material that can be used within its application pot life (20 to 30 minutes).

Application:

Rez-Stone 5007 can be applied over properly prepared substrates by use of
airless spray or roller. Apply at a rate of approximately 100 to 150 square feet
per gallon. Avoid excess pudding in low areas. During application Rez-Stone
5007 will look milky white. This will start to clear in 20 to 30 minutes at 70°F.
Cooler temperatures may take longer. Once primer has cleared, topping may
be applied. Place topping while Rez-Stone 5007 is still tacky usually within 4 to
6 hours. DO NOT ALLOW REZ-STONE 5007 TO DRY COMPLETELY before
placing topping. If 5007 primer loses its tackiness, remove any surface
contaminants, then recoat with Rez-Stone 5007 before applying topping.






