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maintained. Rez-Stone 5079 is well su1ted as a finish coat over various Rez-
Stone epoxy overlays and coating systems where added chemical, stain, and
abrasion resistance are necessary. Rez-Stone 5079 has very little odor and
may be applied during regular production hours.

Advantages: e Excellent amine blush resistance.
e Non-flammable 100% solids epoxy.
e Tile-like finish.
¢ Good solvent and acid resistance.
Limitations: °

Minimum substrate temperature for application 50°F.
e New concrete must be at least 28 days old.
« Do not apply over glistening wet surface.

Packaging & Coverage:

Unit Size. 1-gallon units, 4-gallon units, 20-gallon units and 200-gallon units.
Coverage can vary from 200 square feet per gallon to 75 square feet per gallon
depanding on substrate and finish desired.

INSTALLATION

Surface Preparation:

Concrete surfaces must be clean and sound. Remove dust, laitance, grease,
curing compounds, wax or other bond inhibiting substances by shot blasting,
scarification or other approved mechanical means.

Mixing:

Mix Ratio: 3 Parts A (resin) - 1 Part B (curing agent) by volume. Temperature
of material must be between 60°F and 90°F at time of mixing for best
application properties. Stir the Part A (resin) component before blending. Mix
three parts by volume Part A with one part by volume of Part B for three minutes
with low speed drill and paddle. Mix only that amount of material that can be
used within its application pot life.

Application:

Rez-Stone 5079 can be applied directly over properly prepared concrete
surfaces or over Rez-Stone Epoxy Overlayments and Sealer Systems by using
a brush, roller, squeegee or sprayer. Easiest application can be achieved by
spreading with a notched squeegee and backrolling on spiked shoes. If two
coats are needed, a second coat can be applied as soon as the first coat is dry
enough to walk on. Thickness per coat can very depending on application
technique and desired finish. Thinner applications leave a tight orange peel and
thicker applications leave a heavier orange peel. Fine graded aggregate may
be added for varying degrees of non-slip.









